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INVITATION FOR BIDS (IFB)  

FOR 

Supply of Insulated Road Milk Tankers (chassis mounted 
with SS barrel) of 6KL and 9KL capacity at Medha Dairy 
Plant, Hotwar. 

 
 

Tender Start /Issue Date : 14 June 2025 

Last date for submission of Tender : 04 July till 03:30 PM 
 

 

Tender No.: JMF-MPO0040-6/2025-26-033 
[Two-Envelope Bid System] 

 
 
 
 
 

Name of Bidder: _____________________________________ 

Address: _____________________________________________ 

 ____________________________________________________ 

Tel./ Mob. No: ________________________________________ 

Email ________________________________________________ 

 
 

Tender Fee: Rs. 2,000/-                                 EMD: Rs. 1,10,000/- 
 
 

For any queries, please contact: 
Email: purchase@jmf.coop 

Mobile: 7544003404 / 7544003412 
Ph.: +91-(0651) 2543062, Website: www.jmf.coop 

 
 
 
All rights reserved. This document is confidential and proprietary of The Jharkhand State Co-operative Milk Producers’ Federation Ltd 
(JMF) and no part of this document should be reproduced, published in any form by any means, electronic or mechanical including 
photocopy or any information storage or retrieval system nor should the details be disclosed to third parties without the written 
authorization of JMF  
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TENDER DETAIL/ SCHEDULE: 

1. Tender Details   

 Tender Type  : [  ] Open   /  [  X  ]  Limited     / [  X  ]  E-Tender 

 Tender Invitation For : Supply of Insulated Road Milk Tankers (chassis mounted 
with SS barrel) of 6KL and 9KL capacity at Medha Dairy 
Plant, Hotwar. 

 Completion Period : 12 Weeks 

 Tender Last Date/ Time : 04 July 2025 till 03:30 PM 

 Date / Time of Opening of 
Part-I Bids 

: 04 July 2025 at 04:00 PM 

 Date /Time of Opening of 
Part-II Bids 

: Shall be notified to Technically Qualified bidders Only 

   

2. TenderSubmission Details   

 Submission Mode : [ X ] Online  /   [  ]Offline(In Sealed Envelope) 

 Submission Address : Purchase Department  
Medha Dairy Plant,  
Beside Birsa Munda Central Jail, Khelgaon,  
Hotwar, Ranchi 835217 (Jharkhand). 

   

3. Tender Requirements   
 EMD /Bid Security : Rs. 1,10,000/- 

 Tender Document Fee  : Rs.2,000/- 
 Performance Security : As per Tender Document 
 Eligibility Criteria : As per Tender Document 
 Documents : Technical Bid : [  ] Yes  [] No 

  Financial Bid : [  ] Yes  [  ] No 
  EMD Payment Proof : [  ] Yes  [ ] No 

  Tender Fee Payment Proof : [  ] Yes  [  ] No 
  Other Documents: As per Tender document 
   

4. Tendering Organization 
Details 

: The Jharkhand State Co-Op. Milk Producers’ Federation Ltd.,  
F.T.C. Campus, Sec-II., H.E.C., Dhurwa, Ranchi – 834004 
(Jharkhand).  
Ph.: +91-(0651) 2543062, website: www.jmf.coop 

  GSTIN: 20AADAT8604K1ZJ 
   

5. Remarks : This document is a complete bidding document with detailed 
terms and conditions and ready formats/Annexures for the 
bidders to participate conveniently. It should be submitted duly 
signed and stamped on each page in sealed envelope. 

   

Interested eligible bidders may obtain further information from Purchase Department, of The Jharkhand State Coop Milk 
Producers’ Federation Ltd, Beside Birsa Munda Central, Jail, Hotwar, Ranchi-834012, Ph. no.: +91-(0651) 2270046, Email 
– purchase@jmf.coop 
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TENDER CHECK-LIST   
(TO BE SUBMITTED IN TECHNICAL BID ENVELOPE) 

Note:  Checklist is Mandatory to fill and attach with technical Bid along with supporting documents. 

Sr. 
No. 

Particulars: Yes / No Details/ Remarks  

A. Submitted/ complied the following criteria: 

1. EMD (Bid Security) as per tender document [     ] Yes   
[     ] No 

Details: 

2. Tender Document Fee as per tender 
document 

[     ] Yes   
[     ] No  

3. 
The bidder has valid registrations under 
various acts that may be applicable for the 
supply/contract proposed 

[     ] Yes   
[     ] No  

4. The bidder is in business for at least three 
(03) years as per tender eligibility criterion. 

[     ] Yes   
[     ] No  

5. 
The Bidder’s Fin. T. Over during each of Last 
three (03) FY fulfill the eligibility criterion as 
per tender document. 

[     ] Yes   
[     ] No  

6. The submitted Bid/Offer has been kept Valid 
as per tender document 

[     ] Yes   
[     ] No  

5. Any deviations in Tender T&C and 
Technical Specifications have been noted? 

[     ] Yes   
[     ] No  

B.  Submitted the followings: 

1. Documents as per Tender Eligibility Criteria. 
(All the photocopies are to be self-attested). 

[     ] Yes   
[     ] No  

2. 
Offered RMT Chassis detail along with 
Catalogue and Scope of Services/ 
deliverables 

[     ] Yes   
[     ] No 

 

3. GST Certificate (Xerox) 
[     ] Yes   
[     ] No  

4. PAN copy 
[     ] Yes   
[     ] No  

5. Copy of Cancel Cheque 
[     ] Yes   
[     ] No  

6. Service Networks & Service Schedule of 
Offered Chassis 

[     ] Yes   
[     ] No  

7. Recurring Cost up to 5 Year of Spare 
Parts/Consumables (Standard) 

[     ] Yes   
[     ] No  

8. List of Clients 
[     ] Yes   
[     ] No  

9. Authorization letter from Original 
Manufacturer (In case of Auth. Supplier) 

[     ] Yes   
[     ] No  

Date:  

Place:             

       (Signature & Stamp of the Bidder) 
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NOTICE INVITING TENDER (NIT) 
(As Published) 
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Note:  

1. This Tender Document contains 40 pages and bidder is requested to sign on all the pages and submit with 
other credentials / required documents.  

2. This Tender Document can be downloaded from the website : www.jmf.coop  

3. The Bid/ tender to be submitted under Two (02) Bid (Envelope) System ‘Technical Bid’ and ‘Financial Bid’ 
separately & both these sealed envelopes to be put in a bigger envelope. 
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SECTION -I 

BID INVITATION DETAIL 
The Jharkhand State Cooperative Milk Producers’ Federation Ltd. (JMF), registered under Jharkhand 
Co-operative Societies Act, 1935 is engaged in milk procurement, processing and marketing activities 
of item milk and milk products in the state of Jharkhand and is popularly known for its brand ‘Medha’. 
Under an MoU, the Federation is being run & managed by the National Dairy Development Board 
(NDDB).  

1. Sealed tenders are invited from eligible manufacturers or authorized dealers for the supply of 
Insulated Road Milk Tankers of following capacity, conforming to the specifications given in this 
document as detailed herein: 

S. 
No. 

Item/ Job Description Qty Unit Remarks 

1. 

Supply of Insulated Road Milk 
Tankers of 6-KL cap. (with 
chassis & Barrel)  as per technical 
specification –SECTION-V-A. 

02  No. All relevant technical details 
pertaining to vehicle /items 
/equipment quoted with full 
specifications, information including 
brochures (as applicable) should be 
submitted with the technical bid. 2. 

Supply of Insulated Road Milk 
Tankers of 9-KL cap. (with 
chassis & Barrel)  as per technical 
specification –SECTION-V-B. 

02  No. 

This is a two-envelope bid system consist of: 

 Part-A: Pre qualifying technical bid. 
 Part B: Commercial / Price bid 

The Bids will be acceptable only in ‘Sealed Envelope’ on or before the due date. The bids received 
late and through E-mail shall not be considered. 

Technical bids shall be opened on the date & time as mentioned in the tender document at Medha Dairy 
Plant, Hotwar (Admin Block) in the presence of the bidders. The Financial bids shall be opened among 
the technically qualified bidders & it will be intimated in due time. 

If any change/additions/ deletions/alterations are found to be made by them in the tender and the same 
is subsequently noticed at any stage, even after award of the contract, the bidders are liable for all 
consequences thereof and JMF shall be free to take suitable action as deemed necessary. 

Bids can be sent by post/ courier or submitted by hand at our office by time as specified in tender 
notice. For bids submitted by post or Courier, it is bidder’s responsibility that bid reaches our office 
on or before the scheduled time and date. 

In case tender opening date is declared a Holiday, bids shall be opened on next working day at the same 
time specified in tender. Bidders are requested to visit JMF website regularly as any corrigendum / 
addendum may be published in JMF website and not in any other media/ newspapers. 

JMF reserves the right to accept or reject any or all the tenders or part thereof without assigning any 
reason. The corrigendum/ amendment to this tender (if any) shall be published only in the JMF 
website (www.jmf.coop) and shall not be published in newspapers. 

The bidders should go through all terms and conditions / instructions mentioned in the tender document 
carefully for an actual assessment prior to submitting the bids. 
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SECTION – II 

ELIGIBILTY CRITERIA 

The bidder should fulfil the following pre-qualification parameters / requirements: 

1. That, bidder in the same name & style, should be in business at least for three years at the time of 
bid opening. In case of change of name of the bidder by merger /acquisitions/change in status, the 
bidder may be eligible based on the documentary evidence. 

2. That, bidder should have valid registration under various act the may be applicable for the 
supply/contract proposed. This shall include but not limited to Income tax, Companies Act, Goods 
& Service Tax (GST), Welfare Cess Act apart from any other applicable tax imposed time to time 
by State/Central Govt. and Employee State Insurance, Contract Labour, Provident Fund etc. 

3. That, bidder’s financial turn-over in the same name & style during each of the last three financial 
years (FY 21-22, FY 22-23, FY 23-24) should not less than Rs. 55.0 Lakh. 

4. Copy of the Income Tax Returns for three previous years (FY 21-22, FY 22-23, FY 23-24) for 
income tax purpose. 

5. Copy of TDS certificate issued by the client to substantiate the claim for the value of works 
executed in the private sector. 

6. Copy of form 26AS for the last three Financial years 

7. The supplier /bidder must have successfully supplied at least 2 tankers of 06 KL -09 KL or 
higher capacity tankers in Dairy Sector. 

 

Note: Additionally, the followings should be submitted in Cover “A” (Technical Bid) by the Bidder. 
(All the photocopies are to be self-attested). 

i. The tender document Fee & EMD (in shape of D/D in original or copy of RTGS/ Bank transfer) 

ii. Photo Copy of GST, PAN, Registration Certificate of firm, Experience Certificate and Other documents 
as per tender document with duly singed by the bidder  
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SECTION – III 

INSTRUCTIONS TO BIDDERS 
1. All the tenders will be acceptable only in ‘Sealed Envelope’ on or before the due date. 

2. The Bidding / Tender Document 

2.1. For the bidding purpose, the bidder should download the tender/ bid document from JMF website 
at http://www.jmf.coop and the same should be submitted duly signed and stamped on each page 
along with required credentials/ documents in the prescribed manner for the bidding purpose. 

2.2. The bidders are to submit the original set of the two-part tender (both Part – I Technical Bid and 
Part - II - Commercial Bid) duly filled in with necessary documents attached and are advised to 
retain the duplicate set of documents for records. If the envelopes are not closed and super-scribed 
as instructed, no responsibility will be assumed for any misplacement of tender or premature of 
the envelope or parcel. 

3. Clarification of Bidding Documents:  
A prospective Bidder requiring any clarification of the Bidding Documents may notify JMF in 
writing or email. JMF will respond in writing to any request for clarification of the Bidding 
Documents, which it receives prior to the deadline for the submission of bids. Bidders should 
preferably forward their queries earlier than 10 days prior to the bid submission date. Written 
copies of JMF’s response will be sent to the respective Bidder. Also, corrigendum, if necessary, 
will be uploaded in the JMF’s website without identifying the source of the inquiry. 

4. Amendment of Bidding Documents:  
At any time prior to the deadline for the submission of bids, JMF may modify the bidding 
document by the issuance of amendment. The amendment will be uploaded on JMF website and 
will be binding on them. JMF may also at its own discretion, extend the deadline for submission 
of bids. Before submission of the bid, the bidder should check the JMF website for any 
Corrigendum/additional information on the bidding document, if any. 

5. Preparation of Bid:  
The Bid prepared by the Bidder and all correspondence and documents relating to the bid 
exchanged by the Bidder and the Purchaser, shall be written in the English language.  

All the bidders should submit their bids in Part I – Technical Bid and Part II – Price Bid.  

The Technical bid (Part I) shall contain all the details EXCEPT THE PRICE. 

The complete bidding document duly signed and sealed should be submitted without any 
modifications/alternations, as a token of their acceptance towards the scope of work, terms and 
conditions of the bid unconditionally. 

Full details of materials including the manufacturer’s name, model no. must be submitted in the 
portal along with Technical Bid (Part I), wherever requested. 

Bids must be submitted by the bidder at the given address not later than the time specified for 
receipt of the bids in the Invitation for Bids. 

The Bidder cannot modify or withdraw its bid after the last date & time of bid’s submission. No 
bid may be withdrawn in the interval between the deadline for submission of bids and the 
expiration of the period of bid validity. Withdrawal of a bid during this interval may result in the 
forfeiture of Bidder’s EMD. 

6. PRE-BID MEETING: Not Applicable for this bid. 
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7. BIDS SUBMISSION:  
BIDS to be submitted in single stage two cover system i.e.,  

7.1. Pre-Qualification/Technical Bid (Envelope-I-):  

The bidder should submit the relevant documents related to eligibility criteria, technical details 
for the item/ equipment/ machinery as required in the tender and shall be put under one envelope 
(Envelope -I) mentioning “Technical Bid and Tender Subject: 
………………………………………….”. 

7.2. Price / Commercial Bid (Envelope –II-):  

The bidder should submit the Price / Commercial Bid in the ready format enclosed as “Price 
Bid Format” and shall be put under one envelope (Envelope-II) mentioning “Price Bid and 
Tender Subject: ……………………………”. 

The bidder has to submit both envelopes (Technical and Price bids) at the same time in two 
separate envelopes, and both the envelops to be put in a third envelop super scribing clearly- “Ref. 
TENDER No. ……… and Tender Subject: …………………………………………” and 
should submit at the address mentioned in tender document.  

Under this process, the Eligibility and qualification of the bidder will be first examined based on 
the detail submitted under first cover (Technical Bid) with respect to eligibility criteria and 
specifications prescribed in this tender document. The Price Bid under the second cover shall be 
opened for only those bidders whose technical Applications are responsive to eligibility and 
qualifications requirements as per Tender document 

8. All entries in the ‘Tender Form/Format’ should be legible and filled clearly. If the space for 
furnishing information is insufficient, a separate sheet duly signed by the authorized signatory may 
be attached. No overwriting or cutting is permitted in the Price Bid Form. In such cases, the tender 
shall be summarily rejected. 

9. VALIDITY OF BID: The submitted Bids shall remain valid for 120 days from the date of bid 
opening prescribed by the JMF. A bid valid for a shorter period shall be rejected by JMF and shall 
be considered as non-responsive. 

10. EMD/ TENDER FEE: 

10.1. All bids must be accompanied by EMD as Bid Security and Tender Document Fee (if any) and 
the same should be submitted in the form of Demand Draft or through NEFT/RTGS as per below:  

10.1.1. In case of EMD/Tender Fee submitted in the form of DD: EMD /Tender Fee should be 
submitted in Technical Bid Envelope in the form of Demand Draft [in original] issued by 
Nationalized Bank/Scheduled Bank/Foreign Bank having branches in India in favor of “The 
Jharkhand State Co-Op. Milk Producers’ Federation Ltd”, payable at Ranchi  

10.1.2. In case of EMD/ Tender Fee submitted through NEFT/RTGS: It should be deposited* to 
the following Bank Account.  

1. Beneficiary Name The Jharkhand State Co-op. Milk Producers’ Federation Ltd 

2. Beneficiary Bank & Branch State Bank of India, H.E.C. SEC- II, Dhurwa, Ranchi 

3. Account Number to be credited 33842021519 

4. RTGS/IFSC Code SBIN0005596 

*The payment should be made on or before 12:00 PM on the date of submission of bid. 
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For EMD payment, the bidder is requested to send the communication about EMD payment made by 
12:30 PM on the date of submission of bids in following format through e-mail to: purchase@jmf.coop 

With tender reference ___________________________________________________ as subject line. 
The bidder is also required to submit the successful transaction details along with technical bid as per 
format given below: 

Tender Ref.  Tender No.: JMF-MPO0040-6/2025-26-033 

Name of Bidder: M/s. 

Payment Towards Amount (in Rs.) 
DD No. with Bank 
Details/UTR No. 

Transaction date & time in case 
of NEFT/RTGS payment 

EMD 1,10,000/-   

Tender FEE 2,000/-   

For EMD refund through NEFT/RTGS, bank details in following format should be submitted: 

1. Beneficiary Name :  

2. Beneficiary Bank & Branch :  

3. A/c No. to be credited :  

4. Type of A/c to be credited  :  

5. RTGS/IFSC Code :  

10.2. The Bid is liable to be rejected in case EMD/Tender Fee at prescribed rate is not furnished along 
with the tender/ bid. 

10.3. The EMD may be forfeited: 

10.3.1. If a bidder withdraws or modifies its bid during the period of bid validity OR 

10.3.2. If the bidder withdraws its tender before the finalization of tendering process/contract. 

10.3.3. In the case of the successful bidder, if the bidder fails to sign the Contract (i.e., return 
the signed copy of duplicate Purchase order, and furnish Performance Security, if asked for)  

10.4. Unsuccessful bidder’s bid security will be discharged/returned as promptly as possible but not 
later than 30 days after the expiration of the period of the bid validity of 120 days from the date 
of bid opening.  

10.5. The EMD of successful bidder shall be released after acceptance of the contract and submission 
of performance security. In case of conversion of EMD into security deposit, the same shall be 
returned after completion of contractual obligations.  

10.6. No interest shall be paid on EMD for the period during which the deposit lies with The 
Jharkhand State Co-Op. Milk Producers’ Federation Ltd. 

11. PRICE/ BID VALUE: 

11.1. The BID Value should be on F.O.R. basis inclusive of all taxes, transport, Insurance & 
Registration charges etc.   

11.2. Price quoted shall be on F.O.R. Site basis including design, fabrication, mounting, testing 
and commissioning of suitable capacity of SS barrels on suitable chassis towards the 
purpose of Road Milk Tanker including vehicle registration, Insurance Coverage for 1 
(one) year and all other charges with applicable taxes. Vehicle Registration shall be in the 
scope of supplier. TCS, if applicable, shall be indicated separately by the bidders. 
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11.3. A statement indicating item wise HSN/ SAC codes considered for Supply /Service items shall 
be submitted along with the Technical Bid (Part I). Bidder shall be responsible for selection of 
appropriate HSN/ SAC code and applicable GST thereon for the items quoted by them. 

12. FIXED PRICE: 

12.1. Basic Price quoted by the Bidder shall be fixed during the bidder’s performance of the 
Contract/Supply and not subject to variation on any account. A bid submitted with an 
adjustable price quotation for such goods and services will be treated as non-responsive and 
rejected. 

12.2. Payment of differential amount due to price variation on account of change in applicable taxes 
and duties on the invoiced items/ services shall be payable only if, the details of the taxes and 
duties included in the prices & HSN/ SAC code considered, is furnished in the technical bid 
(Part – I). If any altogether new tax and duty is imposed on such contract after the bid opening 
date, the same shall be considered for payment/ reimbursement upon documentary evidence. 
Similarly, the differential amount shall be recovered, if the rates of taxes and duties are revised 
downward. 

13. OPENING OF BIDS: 

13.1. Technical bids of those bidders whose EMD in the form of Original DD have reached the 
office of JMF OR payment by NEFT/RTGS is received by JMF as mentioned in the IFB, shall 
be opened in the presence of bidder on the date and time specified in the tender document. 
Bidders can present at the time of opening of the bids. 

13.2. Commercial bids will be opened only those bidders whose Technical Bid (Part-I) is found to 
be acceptable by JMF. Such eligible bidders will be intimated the date of opening of 
Commercial Bid (Part II) separately. 

14. EVALUATION OF BIDS: 

14.1. Preliminary Evaluation 

JMF will examine the technical bids to determine whether they are complete, whether required EMD 
and supporting documents have been furnished, and whether the bids are generally in order. 

Where the bidder has quoted and the bid security furnished is inadequate, the bid will be treated as 
non-responsive. 

JMF will also examine whether the bid is complete. If the prices of certain item are found as “0 (Zero)” 
it will be presumed the bidders have included the cost of such items against some other items of the 
price bid. The bidder shall furnish the details of such inclusions separately along with their Technical 
Bid (Part I). 

Prior to the detailed evaluation, JMF will determine the substantial responsiveness to the bidding 
document. A substantially responsive bid is one, which conforms to all the terms and conditions of the 
Bidding Document without material deviations. A material deviation is one which affects in any 
substantial way the functionality, scope, quality or performance of the deliveries or which limits in any 
substantial way inconsistent with the bidding documents, JMF’s rights or the bidder’s obligations under 
the contract and the rectifications of which deviations would affect unfairly the competitive position 
of other bidders presenting substantially responsive bids. JMF’s determination of a bid’s 
responsiveness is to be based on the contents of the bid itself without recourse to extrinsic evidence. 
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No post-bid clarification at the initiative of the bidder shall be entertained. For evaluation and 
comparison of bids, the purchaser may, at its discretion, ask the bidder for clarification on the bid. The 
shortfall information / documents shall be sought only in case of historical documents which pre-
existed at the time of tender opening and which have not under gone change since then. 

 So far as the submission of the documents is concerned with regard to qualification criteria, after 
submission of the tender, only related shortfall documents shall be asked for and considered. For 
example, if the bidder has submitted a supply order without its completion / performance certificate, 
the certificate can be asked for and considered. However, no new supply order shall be asked for and 
considered so as to qualify the bidder. 

In case the required clarifications are not received by the Purchaser in time, the Technical bid may be 
treated as incomplete and non- responsive. 

A bid determined as not substantially responsive will be rejected by JMF and will not subsequently be 
made responsive by the Bidder by correction of the non-conformity. 

JMF may waive any minor informality or non-conformity or irregularity in a bid which does not 
constitute a material deviation, provided such waiver does not prejudice or affect the relative ranking 
of the Bidder. 

14.2. Secondary Evaluation: 

The Evaluation and comparison of bid will be done on ‘ITEM-WISE-BASIS’ (inclusive of 
applicable GST). 

15. Any attempt by a Bidder to influence the Procuring Entity “The Jharkhand State Cooperative 
Milk Producers’ Federation Ltd. (JMF)”, in the examination, evaluation, comparison, and post 
qualification of the Bids or Contract award decisions may result in the rejection of its Bid, in 
addition to the legal action which may be taken by the Procuring Entity under the Act and the 
Rules. 

16. Information relating to the examination, evaluation, comparison, and post-qualification of Bids, 
and recommendation of contract award, shall not be disclosed to Bidders or any other persons 
not officially concerned with such process until information on Contract award is communicated 
to all Bidders. 

17. To assist in the examination, evaluation, comparison and qualification of the Technical or 
Financial Bids, the Bid evaluation committee may, at its discretion, ask any Bidder for a 
clarification regarding its Bid. The committee’s request for clarification and the response of the 
Bidder shall be in writing.  

18. Any clarification submitted by a Bidder with regard to his Bid that is not in response to a request 
by the Bid evaluation committee shall not be considered.  

19. The determination of qualification of a Bidder in evaluation of Technical Bids shall be based 
upon an examination of the documentary evidence of the Bidder’s qualifications submitted by 
the Bidder and in accordance with the qualification criteria indicated in Qualification and 
Evaluation Criteria. Factors not included in Qualification and Evaluation Criteria shall not be 
used in the evaluation of the Bidder’s qualification. 

20. The bidder has to submit the enclosed Annexures/ Sections duly signed and stamped by filling 
the required fields and should submit the relevant /required documents. 

21. Each Bidder shall submit only one bid. Bidder shall not contact other Bidders in matters relating 
to this Tender.   

22. SUB-CONTRACTING OR SUB-LETTING: The bidder is prohibited from sub-contracting or 
sub-letting of the work to any other agency. 
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23. The Bidder must provide copy of GST Certificate, PAN & Bank Details along with the quotation/ 
tender.  

24. The Bid evaluation committee shall have full powers to undertake negotiations where it deemed 
necessary. Negotiations may, however, be undertaken only with the lowest Bidder(s) only.  

25. Bid Rejection Criteria: 

A Bid may be rejected / treated as non – responsive if:  

a. The Bidder fails to send /submit the Earnest Money Deposit (EMD) amount within the bid 
due date.  

b. The Bidder does not meet the Eligibility or Pre-Qualification / Technical criteria and / or 
non-submission of documents specified. The deviations from the terms mentioned in the 
document affects in any way of scope, quality and performance. 

c. Conflict of Interest between the Bidder and the JMF is detected at any stage  
d. Tender/ Bid document is unsigned and incomplete in any aspect.  
e. Bid validity is shorter than the required period  

26. AWARD CRITERIA: 

a) JMF will award the contract to the successful bidder whose bid has been determined to be 
substantially responsive and has been determined as the lowest evaluated bid. 

b) JMF may award one single contract or more than one contract to the successful bidder at 
JMF’s discretion. 

27. SIGNING OF CONTRACT: Within 07 days from the receipt of the Purchase Order, the 
successful bidder shall return the duplicate copy of the Purchase Order, duly signed and sealed. 

28. Performance Bank Guarantee: If applicable, shall be furnished within 15 days from the date 
of placement of order from a reputed bank (scheduled bank in India or foreign bank operating in 
India) valid till 60 days after the warranty period.  

29. ADDRESS FOR COMMUNICATION: 

Group Head (Purchase) 
The Jharkhand State Coop Milk Producers’ Federation Ltd 
Beside Birsa Munda Central Jail, Hotwar, Ranchi-834012 (Jharkhand). 
Ph.: +91-(0651) 2270046,  
Email: purchase@jmf.coop 
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SECTION -IV 

TERMS & CONDITIONS: 
1.0 The bidder should be in similar business as per tender requirement. 

2.0 TECHNICAL SPECIFICATIONS: The bidder must follow technical specifications detailed 
in SECTION-V-A & B while quoting the rate. Any deviation in specification shall not be 
entertained.  

3.0 Technical details of the offered RMTs should be submitted duly filled in all aspects as per 
the Technical Checklist detailed in SECTION-VI.  

4.0 A Company Brochure of the vehicle to be submitted in the technical bid along with the list with 
make/ brand/ model no of Chassis and detail fabrication/ drawings and scope of supply for 
evaluation purpose. 

  
5.0 FORMAT/ SECTIONS: (to be submitted duly filled & signed as and wherever applicable) 

5.1 BIDDER’S PROFILE: The bidder is requested to filled the required details of the 
bidding Agency /Firm as per the Format enclosed as SECTION-VII 

5.2 DEVIATION STATEMENT FORM – SECTION VIII 

5.3 FORMAT OF PERFORMANCE BANK GUARANTEE – SECTION IX 

5.4 PRICE BIDDING FORMAT - For ready reference, standard quotation format for 
quoting the price is attached as "SECTION-X. (It should be submitted in Envelope-II).  

6.0 PAYMENT TERM: - 

6.1 90% Payment shall be released within 30 days after receipt of materials at site and its 
acceptance against submission of error free Original Bill/ Invoice. Balance 10% payment shall 
be released after completion of 1 Year from the date of successful running of Tanker and shall 
be released subject to satisfactory performance. However, balance 10% payment can be 
released against submission of Performance Bank Guarantee of equivalent value. 

6.2 The payments shall be made through NEFT/RTGS and in Indian Rupees only. 

7.0 SCOPE OF WORK/ SUPPLY:   

7.1 The scope includes design, manufacture, testing, supply, and delivery of insulated stainless 
steel milk tankers mounted on suitable chassis as per JMF specified Technical Specifications. 

7.2 Vehicles’ Registration, RTO Fees, Road Taxes, Municipal taxes, Insurance Charges (for 1 
year) and all other incidental charges shall be in the Scope of supplier and charges required 
for the same are to be included in the quoted price.. 

7.3 All items are to be supplied strictly as per the technical specification given in the tender/order. 

7.4 The suppliers are supposed to submit the authentic documents towards supply, installation, 
testing & commissioning of suitable capacity of S.S. Milk Tanker/Barrel to be mounted on 
suitable chassis towards the purpose of Road Milk Tanker. 

7.5 The goods/vehicles shall be insured by the supplier at their own cost for transit and delivery 
up to the final destination. 

7.6  Original documents of the vehicle i.e. RC of the vehicle registered, Insurance Policy, 
Pollution Check Certificate, etc. shall be submitted to JMF at the time of handing over of the 
vehicle. 
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8.0 Inspection: JMF reserves the right to depute its representatives or any independent body for 
inspection of materials while the same are under manufacturing, installation/commissioning etc. 
To facilitate inspections as and when necessary, the bidder will be required to give prior 
intimation as to when the bidders are likely to finish manufacturing of equipment. In case during 
such inspection the result is found unsatisfactory, JMF reserve the right to take whatever action 
deemed necessary to protect its interests. On supply/delivery, the supplier must submit a letter/ 
certificate confirming that equipment manufactured/supplied are as per the laid down 
specifications & standards provided/agreed. 

9.0 On awarding of the order to qualified bidder, the party has to Supply suitable capacity of S.S. 
Milk Tanker/Barrel mounted on suitable chassis of Truck with Cabin at the quoted rate as per 
enclosed specification and as per the delivery schedule stipulated in the purchase/work order 

10.0 Delivery / Job Completion Period: Within 12 weeks from the date of PO 

11.0 Time being the essence of contract no variation shall be permitted in the delivery time as 
prescribed in the delivery schedule. If the bidder fails to supply and execute the work in full or 
part of order as per delivery schedule, JMF shall reserves the right to cancel the order/contract 
besides forfeiture of Security Deposit. If JMF arranges the material from any other party due to 
failure of the supplier, the extra cost if any shall be deducted from the bills of the supplier. 

12.0 SECURITY DEPOSIT: EMD of successful bidder(s) will be converted into security deposit 
and will be forfeited in case the supplier fails to confirm the quality or schedule as per Purchase 
Order/ JMF Requirement.  

13.0 Packing: Shall be suitable packed to avoid transit damages wherever applicable  

14.0 Place of Delivery: Medha Dairy Plant, (A unit of Jharkhand State Coop Milk Producers’ 
Federation Ltd.), Beside Birsa Munda Central Jail, Hotwar, Ranchi-834012, Jharkhand. 

15.0 All inspection of the material will be carried out at respective delivery Site / Dairy Plants after 
receipt of materials and JMF decision regarding quality will be final and binding.  In case of 
rejection, the supplier will give free replacement without any delay and objection within 15 days.  
Rejected goods if not lifted by the supplier within 15 days of intimation, shall be disposed of by 
consignee at the cost of supplier. No claims thereafter by the supplier will be entertained 

16.0 On receiving orders from JMF, the supply of Product at Jharkhand Milk Federation, Ranchi shall 
be the responsibility of the supplier. The rejected material, if any, shall have to be lifted by the 
supplier at their own cost within a week time from the date of intimation from JMF. JMF shall 
not be responsible for any deterioration due to delayed lifting of the rejected material by the 
supplier.   

17.0 DEDUCTIONS: - 

17.1 TDS under GST Act 2017 (w.e.f. from 01.10.2018), Section 51 @2% shall be deducted 
from the payment of supplier for the total value of taxable supply of goods/ services or both 
under a contract exceeding Rs. 2.50 lakhs.  

17.2 All applicable statutory deductions shall be made from the bill. 

18.0 Cancellation of Contract: JMF shall be free to cancel the order either in full or in part, in the case 
of non-delivery of item/non completion of job within the stipulated delivery period by written 
notice of default sent to the Supplier 
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19.0 Rights Reserved by JMF: JMF does not bind itself to accept the lowest bid. JMF reserves the 
right to award the job either in part or full. JMF at its sole discretion and without assigning any 
reason thereof, also reserves the right to accept any/or reject any or all bids. 

20.0 Dispute/ Arbitration & Final Authority: The Federation (JMF) and the bidder shall make every 
effort to resolve any dispute / disagreement in connection with the bid amicably by direct 
negotiation. However, the decision of managing Director, JMF will be final & binding in case 
the disagreement or dispute if not resolved by mutual negotiation.  

Legal dispute if any, concerning to this supply shall be subject to such courts as Exercising Civil 
Jurisdiction over Ranchi 

21.0 The tender document /Bid submitted by a tenderer shall become the property of the JMF and 
JMF shall have no obligation to return the same to the tenderer. 

 
Managing Director 

The Jharkhand State Co-Op. Milk 
Producers’ Fed. Ltd. 
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SECTION –V-A 

TECHNICAL SPECIFICATIONS 

A. For Road Milk Tankers of 6000 Litre cap. (with chassis & Barrel) 

1.0 FUNCTIONAL REQUIREMENTS 

1.1 General Description: 
The fixed chassis single compartment tanker would be used to transport chilled 
milk on rough surfaces and asphalt road over long distances. 

1.2 Chassis:  
The barrel should be mounted on chassis. The Road Milk Tanker should comply 
all standards and norms of Ministry of Road Transport & Highways, GOI and 
RTO. 

2.0 TECHNICAL SPECIFICATIONS OF CHASSIS  

2.1 Diesel Engine: BS VI Phase II 

2.2 Chassis: With Standard Day Cabin with required accessories as per    Motor Act 
e.g., Speed Governor etc. 

2.3 Make-TATA MOTORS Preferred Model: LPT 1012 or LPT 1112. 

3.0 DESIGN /SPECIFICATIONS OF BARREL  

3.1 Capacity: 
The insulated barrel would be round in shape and double compartment having 
brim-full capacity of maximum permissible but not less than 6 KL Milk. 

3.2 Dimensions: 
The length and diameter of the barrel should be such that the available length 
and width of the chassis are fully utilized. 

3.3 Height: 
The maximum over all height of the tanker should not exceed 3250 mm. 

3.4 Slope: 
The barrel bottom of the inner shell should slope towards the outlet provided at 
the rear end of barrel for free and complete drainage of liquid. 

3.5 Insulation: 
The insulation should withstand high temperature of 98 Deg.C in place cleaning. 
It should not permit more than one Deg.C rise in temp. in 18 hours when temp 
gradient is 35 Deg.C. & milk temp. is 4 Deg.C.  

3.6 Interlocking: 
Interlocking arrangement is to be made in such a way that the manway should 
remain open during CIP cleaning. 

3.7 CIP Lines: 
There shall be single CIP connection on the man way and leading to a 2 nos. 
stationary spray ball of 100 mm dia. The connection shall be of 38 mm size having 
SMS male connection. All the CIP lines should be located inside the barrel with 
CIP inlet inside the dust cover. All the CIP lines should be of welded construction.  

3.8 Blank Nuts:  
All the blank nuts provided should be of SMS type. The blank nuts should be 
permanently fixed to barrel by SS chain of 3 mm rod links. 
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3.9 Outlet:  
The outlet should be of cup type with easy access from bottom (i.e. the bottom 
portion of outer shell below outlet cup should have 300 x 300 mm opening with 
bolted cover for inspection chamber made from AISI 304) and fully supported by 
AISI 304 gussets. The inspection cover should have a handle and also ¼" dia SS 
304 pipe one side welded with cover plate and other side threaded. This shall act 
as weeping hole.  

3.10 Finish:  
All the visible welding joints are to be ground smoothly. All the inner surfaces of 
inner shell should be original 2B finish or polished to 150 grits. The outside 
surfaces of outer shell should be left with original 2 B mill finish or should be 
finished to 150 grit. 

3.11 Barrel:  
The insulated barrel should be round in shape and should be of double 
compartment construction having brimful capacity of maximum permissible but 
not less than 6000 L. 

3.12 Dish Ends:  
All dished ends should be independent dished ends. There should not be any 
common or partition dished end. 

4.0 SCOPE OF SUPPLY 
4.1 Inner Shell 
4.1.1 Inner shell shall be fabricated of stainless steel AISI 304 sheet of 2.5 mm 

thickness.  
4.1.2 Inner Dished Ends  

4.1.2.1 The crown radius, knuckle radius and straight portion of inner dished 
ends should be fabricated from 3.5 mm thick SS sheet conforming to AISI 
304. The dish shall be formed by pressing and/or spinning but not 
manually - 2 nos. 

4.1.2.2 The ratio of crown radius to knuckle radius should be around 10. 
4.1.3 The all-welding joints of inner barrel should be done from inside as well as from 

outside. 
4.1.4 The bottom portion of SS barrel below the manway opening should be suitably 

strengthened by providing extra padding plate of 5mm thick to avoid cracking 
or sinking of the barrel bottom. The padding plate should not be directly welded 
to inner shell, it should be welded through SS cleats. 

4.2 Stiffening Rings 
4.2.1 Adequate numbers of stiffening rings fabricated from standard mild steel 

sections should be provided on inner shell so as to form a complete cage type 
structure. 

4.2.2 Compressed asbestos flats of minimum 5 mm thickness should be provided 
towards inner as well as outer shell on the stiffening rings to avoid heat bridge. 

4.2.3 The stiffening rings shall be welded to SS fabricated cleats which should be 
welded to inner barrel. Sufficient nos. of cleats should be provided on 
circumference of inner shell to hold the stiffening rings in position and also to 
take care of expansion and contraction of the inner shell. Centre to centre line 
distance between two SS cleats should not be more than 500 mm. 

4.2.4 There shall be proper supporting structure for outer shell and dished ends. 
4.2.5 The place where outer shell welding joint is coming on the MS stiffening 

structure, a AISI 2 mm plate should be provided over the structure to work as 
back up plate for welding. 
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4.3 Insulation 
4.3.1 The inner shell shall be properly insulated in five layers of insulation as give 

below: 
1st layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied radially.  
2nd layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied longitudinally.  
3rd layer shall be 50 mm thick expanded polystyrene foam (EPS) having density 
of 16 – 20 kg/cm3applied radially.  
4th layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied longitudinally. 
5th layer: Finally, aluminium foil of 0.07 mm thickness shall be provided as 
cover and moisture barrier over the insulation.  

4.3.2 The inside of outer shell and outside of inner shell shall be coated with two 
pore free coats of high melting point bitumen of 90/15 and 80/25 grade 
respectively or it could be painted with bitumen paint. 

4.3.3 Wherever the welded joints of outer shell come in contact with insulation the 
entire length of the welding joint shall be insulated with 150 mm wide and full 
depth with resin bonded fibre glass wool density 24 Kg/m3. 

4.4 Outer Shell  
4.4.1 The outer shell should be fabricated out of SS sheet 2mm thick conforming to 

AISI 304. 
4.4.2 Outer Dished Ends 

4.4.2.1 The crown radius, knuckle radius and straight portion of outer dished end 
shall be fabricated from 3 mm thick SS sheet conforming to AISI 304. The 
dished end shall be fabricated by pressing and / or spinning but not 
manually.  

4.4.2.2 The ratio of crown radius to knuckle radius should be around 10. 

4.4.2.3 4mm thick 50 mm SS flat shall be provided to facilitate welding of outer 
dished ends to outer shell. The flat should be properly supported from 
horizontal members of cage structure. 

4.4.3 Dust Cover:  
A lockable round dust cover resting on round dust cover bed shall be supplied. 
The dust cover and dust cover bed shall be manufactured from AISI 304 SS 
sheet of 2 mm thickness. The dust cover should have gasket fitted at the edge 
and shall also have 4 nos. of louvers 90 degree apart to act as breathers. The 
hinges of dust cover shall have stopper to permit opening of the dust cover only 
by 100-degree angle. The dust cover shall have rubber gasket at the edge. The 
dust cover should open in opposite side of catwalk way.  

4.4.4 Rear Side Skirting:  
The rear end of barrel shall be provided with side skirting up to the height of 
side gutter cum walkway. The rear and side skirting should be manufactured 
from AISI 304 SS sheet 2 mm thick. The one end of side skirting shall be welded 
to the barrel, bottom to be welded to rear platform. One side shall be welded to 
barrel. The other side shall be folded and welded to drain pipe of side gutter.  

4.4.5 Rear Platform: The rear dimpled platform shall be fabricated from AISI 304 
dimpled SS sheet 2 mm thick. The rear platform shall be welded to valve box 
and shall be flushed with valve box. 
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A proper structure shall be provided below the rear platform. The structure shall 
be bolted to chassis member. 

4.4.6 Grab Handles: 
4.4.6.1 Two 500 mm grab handle one each on either side of rear outer dished end 

should be provided. The grab handles should be made from 25mm dia SS 
pipe of 14G. 

4.4.6.2 Two grab handles at top one on each side. It shall be provided to full          
length of barrel and shall be manufactured from 25 dia SS pipe. It shall have 
proper supports. 

4.4.7 SS Steps:  
Both sides of rear side skirting should have one footstep each to climb on side 
gutter cum walk way. The step should be manufactured from 25 dia SS pipe of 
14G.  

4.5 MS Runner 
4.5.1 The complete insulated barrel should be mounted on MS runner of suitable 

design. The thickness of MS runner shall be suitably worked out but shall never 
be less than 5 mm thick to avoid corrosion. The barrel shall be fixed to chassis 
by EN8 ‘U’ bolts and nuts with cotter split pin or counter nuts. Suitable 
fabricated MS spacers should be provided on the chassis wherever `U' bolts are 
provided, Aluminium cast packing shall be provided between U bolts and 
chassis. 

4.5.2 Adequate numbers of gussets fabricated out of 3 mm thick SS sheet conforming 
to AISI 304 shall be provided. Between SS gussets and outer shell of 75 mm wide 
AISI 304 SS sheet 3 mm thick padding plate extending at least 25 mm more 
than gusset on both ends shall be provided. The gussets shall be full welded to 
padding plate and MS runner. The SS padding plate shall be full welded to outer 
shell. The gusset shall cover at least 30% of the outer shell circumference. 

4.5.3 The MS runner should be welded to 5 mm thick MS plate of 100 mm width which 
shall be bolted to the chassis. Wherever holes are available on the chassis the 
same shall be fully utilized to prevent sliding of the barrel on chassis. 

4.5.4 12mm thick bellatta packing shall be provided between runner and chassis 
throughout the length.  

4.5.5 A 3 mm SS padding plate shall be provided between outer shell and MS runner. 
Padding plate will be continuous and throughout the length. It will be full welded 
to outer shell. MS runner will be full welded to SS padding plate. 

4.6 Rub Rail:  
Suitable size and type of rub rail shall be provided on both the side to the full 
length of barrel. The rub rail will be fitted on side gutter cum walk way.  

4.7 Side Gutter Cum Walk Way:  
175 mm wide side gutter cum cat walk way shall be provided on both the sides, 
to the full length of barrel. The gutters shall be properly supported by SS gussets 
to the barrel and shall have enough slope towards rear end. It shall not be visible 
from rear end (i.e., covered by rear end skirting). Both the gutters shall be 
provided with SS drain pipe at rear end which should work as edge stiffening for 
rear end skirting. The SS drain pipe should not be visible and it should be 
concealed in rear end skirting plate.  

4.8 Top Walk Way:  
The top walk way made from minimum 2.5 mm thick AISI 304 SS dimpled sheet 
with a width of 400 mm shall be provided at the top of the tanker between the 
two manways. The top walk way should be supported/ fixed with proper 
structure.  
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4.9 Side Ladders:  
For access to top walk way, approach ladders fabricated from 25 mm dia 14 G SS 
pipes with suitable number of SS rungs should be provided on both the sides. 
The ladders should be fixed to barrel by SS pipes legs and SS cups type 
arrangement. 

4.10 Manway 
4.10.1 SS manway of 500 dia at top centrally located for the compartment shall be 

provided with slit type breathers and dust cover opening in opposite direction 
of top cat walk way. It will have manway neck and SS flange. 

4.10.2 Manway neck should be manufactured from AISI 304 SS sheet 3 mm thick. 
4.10.3 The manway SS flange should be manufactured from AISI 304 SS 10 mm thick 

material. The manway flange should be machined only after fitting it with the 
manway neck.  

4.10.4 The manway cover will be insulated cover manufactured from AISI 304 SS 
sheet 2 mm thick. 

4.10.5 The manway cover flange shall be 10 mm, 50 mm wide manufactured from AISI 
304. The flange shall be machined only after complete assembly is over. 

4.10.6 Manway gasket: A gasket manufactured from food quality nitrile rubber shall 
be provided on SS manway flanges.  

4.10.7 The gap between SS flange of manway cover and SS flange of manway neck 
shall not be more than 0.5mm when manway cover is in close position and 
gasket is not fixed.  

4.10.8 The manway cover shall be provided with 51 dia SS breathers for pressure and 
vacuum release. 

4.11 Dip Stick: 
A SS conforming to AISI 304 quality dip stick in each compartment calibrated at 
100 L interval shall be provided underneath manway cover (i.e., on the neck of 
manway) for each compartment.  

4.12 CIP Arrangement: 
The takers should be provided with CIP arrangement for thorough cleaning for 
inner barrels. 

4.12.1 Spray Balls:  2 spray balls of 100 dia complete with cotter split pin type 
arrangement for in place cleaning ending into a 38 dia 14 G SS pipe shall be 
provided. The spray ball shall be tight fit with the pipe. 

4.12.2 Header: A SS 304, 10 G 38 dia header to connect the both spay balls should 
be provided. The ends of header should be closed by half round ends having 
5 nos. of 2 dia spray holes. 3 nos of 2 dia spray holes should be provided on 
the header towards top at every 300 mm distance and 30 degree apart. 

4.12.3 CIP Inlet: A common CIP inlet near the manway neck and the under the dust 
cover should be provided. The CIP inlet should be interlocked with manway 
cover i.e., when CIP is being done manway cover should remain open. 

4.13 Outlet: 
Adequate size of cup type milk outlet for the compartment fabricated from 3 mm 
thick SS sheet conforming to AISI 304 with 51 mm, 1.6 mm SS pipe and 51 mm 
SMS two-way butter fly valve having one end SS flange and other end SMS union 
with blank nut permanently fixed to valve box shall be provided. The SS butterfly 
valve shall have hole to hole distance of 100 x 70 mm. The welded joint of outlet 
SS pipe with outlet cup should be strong enough. The two-way valve should be 
properly supported by 25 mm SS pipe. The outlet pipe shall be properly supported 
from the barrel. The cup shall have proper supporting. The outlet pipe shall 
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protrude out of the outer shell by about 80 mm for convenient fixing and removal 
of mounting bolts.  

4.14 Valve Box 
A suitable size valve box housing two-way butterfly valve and sample bottle rack 
shall be provided. The valve box floor shall be provided with a drain pipe and floor 
shall be slopped towards drain. The valve box shall be flushed with rear platform. 
The AISI 304 SS sample bottles rack shall be provided which can hold six sample 
bottles. The box shall enough space for C spanner to be used on SMS union and 
for tightening the mounting bolts on the flange side of the valve. 

4.15 Rear Bumper 
A heavy-duty rear bumper of MS in suitable thickness shall be provided. The width 
of the bumper shall be the maximum width of barrel. The bumper shall be provided 
with two step ladders. There shall be clear gaps of 75 mm between rear platform 
and bumper  

4.16 Rear Mudguards 
Round shape mudguards on rear wheel of the chassis fabricated from 14 G 
Aluminium sheet shall be provided. 

4.17 Rear side skirting with platform: 
The rear end of barrel shall be provided with side skirting up to the height of side 
gutters cum walkway. The side skirting shall be manufactured from AISI 304, 2 
mm thick SS sheet. One end should be welded to the barrel, bottom to be welded 
to rear platform and one end should be folded and welded to drain pipe of side 
gutters. A rear platform from AISI 304, 2.5 mm SS sheet should be provided which 
should be flushed with outlet valve box. The rear platform should be welded to side 
of valve box. It should have proper supporting structure. 

4.18 Logo  
The ‘Medha’ logo shall be painted on sand blasted rear outer dish. It shall be 500 
mm painted in pherozy blue after sand blasting. 

4.19 Painting 
All the MS surfaces including MS runner, complete MS cage structure chassis etc. 
should be coated with two coats of anti-corrosive primer after de-rusting and 
degreasing. All the visible MS surfaces and Mudguards shall be coated with two 
coats of ICI Duco or equivalent automobile paint of oxford blue colour. 
If the barrel manufacturer is unable to supply the barrel within the delivery period 
mentioned in the purchase order, they have to re-paint the entire cabin with at 
least one coat of paint on inside as well on outside before dispatching the tanker 
from its works. The shade of paint should be exactly the one the cabin is painted 
with and type should be DUCO-ICI automobile. 

5.0 TESTS 
5.1 All the welding of inner shell should be subjected to dye penetration test and barrel 

shall be tested for hydro test at 0.35 Kg/cm2 before insulation. 
5.2 The insulation test will be done by filling the tanker with 4 Deg.C water and 

handling for 24 hours with temperature gradient of 35 Deg.C without rise in the 
temperature more than 1 Deg. C. 

6.0 GENERAL 
6.1 Load on any axle should not exceed maximum load specified in 'F' form provided 

from chassis manufacturer. These are also generally mentioned in approved 
drawings. If load exceeds tanker would be rejected. 
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6.2 Barrel capacity on negative side can be accepted up to 25 litres maximum for any 
size tanker barrel capacity in litres as mentioned in the specification. If variation 
on lower side is more than 25 litres, tanker would be accepted with proportionate 
penalty (minimum penalty being ₹3000/-). But if variation is more than 200 litres, 
tanker would be rejected. 

6.3 Any increase in barrel capacity can be accepted provided total load does not 
exceed maximum axle load specified in 'F' form/ approved drawing. However, no 
extra payment would be made for extra capacity. 

7.0 REMARKS 
7.1 Approval of barrel design from RTO / other authority shall be supplier’s 

responsibility. 
7.2 Drawings of the Road Milk Tanker barrel shell be submitted for JMF approval with 

following details: 
7.2.1 Plan, elevation, and cross-sectional view. 
7.2.2 Fitment of barrel on the chassis. 
7.2.3 General note containing details like welding, insulating tests, finishing, 

painting etc. 
7.2.4 Bill of material. 
7.2.5 Approx. load distribution chart on various axle. 

 
Note: Drawing for approval should be submitted within 4 weeks to JMF from the date of 
Purchase order. 

8.0 INSPECTION OF BARREL BY JMF:  
Inspection of tanker barrel/s at various stages of fabrication shall be carried out 
by JMF/ Third Party nominated by JMF for the following parameters: 

8.1 Thickness and material of the sheet used in fabrication of inner barrel & outer 
cladding 

8.2 DP Test and water fill-up test of inner barrel 
8.3 Test of Insulation density and thickness  
8.4 Final inspection on completion of tanker barrel fabrication 

9.0 REGISTRATION OF VEHICLE FROM R.T.O.: 

The necessary registration shall be the responsibility of the supplier and the statutory 
charges for the same shall be included in the quoted price. 
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SECTION –V-B 
TECHNICAL SPECIFICATIONS 

B. For Road Milk Tankers of 9000 Litre cap. (with chassis & Barrel) 

1.0 FUNCTIONAL REQUIREMENTS 

1.1 General Description:  
The fixed chassis single compartment tanker would be used to transport chilled 
milk on rough surfaces and asphalt road over long distances. 

1.2 Chassis:  
The barrel should be mounted on chassis. The Road Milk Tanker should comply 
all standards and norms of Ministry of Road Transport & Highways, GOI and 
RTO. 

2.0 TECHNICAL SPECIFICATIONS OF CHASSIS  

2.1 Diesel Engine: BS VI Phase II 

2.2 Chassis: With Standard Day Cabin with required accessories as per    Motor Act 
e.g., Speed Governor etc. 

2.3 Make-TATA MOTORS Preferred Model: LPT 1416 or LPT 1616. 

3.0 DESIGN /SPECIFICATIONS OF BARREL  

3.1 Capacity:  
The insulated barrel would be round in shape and double compartment having 
brim-full capacity of maximum permissible but not less than 9 KL Milk. 

3.2 Dimensions:  
The length and diameter of the barrel should be such that the available length 
and width of the chassis are fully utilized. 

3.3 Height: The maximum over all height of the tanker should not exceed 3250 mm. 
3.4 Slope:  

The barrel bottom of the inner shell should slope towards the outlet provided at 
the rear end of barrel for free and complete drainage of liquid. 

3.5 Insulation:  
The insulation should withstand high temperature of 98 Deg.C in place cleaning. 
It should not permit more than one Deg.C rise in temp. in 18 hours when temp 
gradient is 35 Deg.C. & milk temp. is 4 Deg.C.  

3.6 Interlocking:  
Interlocking arrangement is to be made in such a way that the manway should 
remain open during CIP cleaning. 

3.7 CIP Lines:  
There shall be single CIP connection on the man way and leading to a 2 nos. 
stationary spray ball of 100 mm dia. The connection shall be of 38 mm size having 
SMS male connection. All the CIP lines should be located inside the barrel with 
CIP inlet inside the dust cover. All the CIP lines should be of welded construction.  

3.8 Blank Nuts:  
All the blank nuts provided should be of SMS type. The blank nuts should be 
permanently fixed to barrel by SS chain of 3 mm rod links. 
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3.9 Outlet:  
The outlet should be of cup type with easy access from bottom (i.e. the bottom 
portion of outer shell below outlet cup should have 300 x 300 mm opening with 
bolted cover for inspection chamber made from AISI 304) and fully supported by 
AISI 304 gussets. The inspection cover should have a handle and also ¼" dia SS 
304 pipe one side welded with cover plate and other side threaded. This shall act 
as weeping hole.  

3.10 Finish:  
All the visible welding joints are to be ground smoothly. All the inner surfaces of 
inner shell should be original 2B finish or polished to 150 grits. The outside 
surfaces of outer shell should be left with original 2 B mill finish or should be 
finished to 150 grit. 

3.11 Barrel:  
The insulated barrel should be round in shape and should be of double 
compartment construction having brimful capacity of maximum permissible but 
not less than 9000 L. 

3.12 Dish Ends:  
All dished ends should be independent dished ends. There should not be any 
common or partition dished end. 

4.0 SCOPE OF SUPPLY 
4.1 Inner Shell 
4.1.1 Inner shell shall be fabricated of stainless steel AISI 304 sheet of 2.5 mm 

thickness.  
4.1.2 Inner Dished Ends  

4.1.2.1 The crown radius, knuckle radius and straight portion of inner dished 
ends should be fabricated from 3.5 mm thick SS sheet conforming to AISI 
304. The dish shall be formed by pressing and/or spinning but not 
manually - 2 nos. 

4.1.2.2 The ratio of crown radius to knuckle radius should be around 10. 
4.1.3 The all-welding joints of inner barrel should be done from inside as well as from 

outside. 
4.1.4 The bottom portion of SS barrel below the manway opening should be suitably 

strengthened by providing extra padding plate of 5mm thick to avoid cracking 
or sinking of the barrel bottom. The padding plate should not be directly welded 
to inner shell, it should be welded through SS cleats. 

4.2 Stiffening Rings 
4.2.1 Adequate numbers of stiffening rings fabricated from standard mild steel 

sections should be provided on inner shell so as to form a complete cage type 
structure. 

4.2.2 Compressed asbestos flats of minimum 5 mm thickness should be provided 
towards inner as well as outer shell on the stiffening rings to avoid heat bridge. 

4.2.3 The stiffening rings shall be welded to SS fabricated cleats which should be 
welded to inner barrel. Sufficient nos. of cleats should be provided on 
circumference of inner shell to hold the stiffening rings in position and also to 
take care of expansion and contraction of the inner shell. Centre to centre line 
distance between two SS cleats should not be more than 500 mm. 

4.2.4 There shall be proper supporting structure for outer shell and dished ends. 
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4.2.5 The place where outer shell welding joint is coming on the MS stiffening 
structure, a AISI 2 mm plate should be provided over the structure to work as 
back up plate for welding. 

4.3 Insulation 
4.3.1 The inner shell shall be properly insulated in five layers of insulation as give 

below: 
1st layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied radially.  
2nd layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied longitudinally.  
3rd layer shall be 50 mm thick expanded polystyrene foam (EPS) having density 
of 16 – 20 kg/cm3applied radially.  
4th layer should be of 15 mm thick polyurethane foam (PUF) having density of 
35 Kg/m3 and applied longitudinally. 
5th layer: Finally, aluminium foil of 0.07 mm thickness shall be provided as 
cover and moisture barrier over the insulation.  

4.3.2 The inside of outer shell and outside of inner shell shall be coated with two 
pore free coats of high melting point bitumen of 90/15 and 80/25 grade 
respectively or it could be painted with bitumen paint. 

4.3.3 Wherever the welded joints of outer shell come in contact with insulation the 
entire length of the welding joint shall be insulated with 150 mm wide and full 
depth with resin bonded fibre glass wool density 24 Kg/m3. 

4.4 Outer Shell The outer shell should be fabricated out of SS sheet 2mm thick 
conforming to AISI 304. 

4.4.1 Outer Dished Ends 
4.4.1.1 The crown radius, knuckle radius and straight portion of outer dished end 

shall be fabricated from 3 mm thick SS sheet conforming to AISI 304. The 
dished end shall be fabricated by pressing and / or spinning but not 
manually.  

4.4.1.2 The ratio of crown radius to knuckle radius should be around 10. 

4.4.1.3 4mm thick 50 mm SS flat shall be provided to facilitate welding of outer 
dished ends to outer shell. The flat should be properly supported from 
horizontal members of cage structure. 

4.4.2 Dust Cover:  
A lockable round dust cover resting on round dust cover bed shall be supplied. 
The dust cover and dust cover bed shall be manufactured from AISI 304 SS 
sheet of 2 mm thickness. The dust cover should have gasket fitted at the edge 
and shall also have 4 nos. of louvers 90 degree apart to act as breathers. The 
hinges of dust cover shall have stopper to permit opening of the dust cover only 
by 100-degree angle. The dust cover shall have rubber gasket at the edge. The 
dust cover should open in opposite side of catwalk way.  

4.4.3 Rear Side Skirting:  
The rear end of barrel shall be provided with side skirting up to the height of 
side gutter cum walkway. The rear and side skirting should be manufactured 
from AISI 304 SS sheet 2 mm thick. The one end of side skirting shall be welded 
to the barrel, bottom to be welded to rear platform. One side shall be welded to 
barrel. The other side shall be folded and welded to drain pipe of side gutter.  
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4.4.4 Rear Platform: The rear dimpled platform shall be fabricated from AISI 304 
dimpled SS sheet 2 mm thick. The rear platform shall be welded to valve box 
and shall be flushed with valve box. 
A proper structure shall be provided below the rear platform. The structure shall 
be bolted to chassis member. 

4.4.5 Grab Handles: 
4.4.5.1 Two 500 mm grab handle one each on either side of rear outer dished end 

should be provided. The grab handles should be made from 25mm dia SS 
pipe of 14G. 

4.4.5.2 Two grab handles at top one on each side. It shall be provided to full          
length of barrel and shall be manufactured from 25 dia SS pipe. It shall 
have proper supports. 

4.4.6 SS Steps: Both sides of rear side skirting should have one footstep each to climb 
on side gutter cum walk way. The step should be manufactured from 25 dia SS 
pipe of 14G.  

4.5 MS Runner 
4.5.1 The complete insulated barrel should be mounted on MS runner of suitable 

design. The thickness of MS runner shall be suitably worked out but shall never 
be less than 5 mm thick to avoid corrosion. The barrel shall be fixed to chassis 
by EN8 ‘U’ bolts and nuts with cotter split pin or counter nuts. Suitable 
fabricated MS spacers should be provided on the chassis wherever `U' bolts are 
provided, Aluminium cast packing shall be provided between U bolts and 
chassis. 

4.5.2 Adequate numbers of gussets fabricated out of 3 mm thick SS sheet conforming 
to AISI 304 shall be provided. Between SS gussets and outer shell of 75 mm wide 
AISI 304 SS sheet 3 mm thick padding plate extending at least 25 mm more 
than gusset on both ends shall be provided. The gussets shall be full welded to 
padding plate and MS runner. The SS padding plate shall be full welded to outer 
shell. The gusset shall cover at least 30% of the outer shell circumference. 

4.5.3 The MS runner should be welded to 5 mm thick MS plate of 100 mm width which 
shall be bolted to the chassis. Wherever holes are available on the chassis the 
same shall be fully utilized to prevent sliding of the barrel on chassis. 

4.5.4 12mm thick bellatta packing shall be provided between runner and chassis 
throughout the length.  

4.5.5 A 3 mm SS padding plate shall be provided between outer shell and MS runner. 
Padding plate will be continuous and throughout the length. It will be full welded 
to outer shell. MS runner will be full welded to SS padding plate. 

4.6 Rub Rail: Suitable size and type of rub rail shall be provided on both the side to 
the full length of barrel. The rub rail will be fitted on side gutter cum walk way.  

4.7 Side Gutter Cum Walk Way:  
175 mm wide side gutter cum cat walk way shall be provided on both the sides, 
to the full length of barrel. The gutters shall be properly supported by SS gussets 
to the barrel and shall have enough slope towards rear end. It shall not be visible 
from rear end (i.e., covered by rear end skirting). Both the gutters shall be 
provided with SS drain pipe at rear end which should work as edge stiffening for 
rear end skirting. The SS drain pipe should not be visible and it should be 
concealed in rear end skirting plate.  

4.8 Top Walk Way: The top walk way made from minimum 2.5 mm thick AISI 304 SS 
dimpled sheet with a width of 400 mm shall be provided at the top of the tanker 
between the two manways. The top walk way should be supported/ fixed with 
proper structure.  
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4.9 Side Ladders: For access to top walk way, approach ladders fabricated from 25 
mm dia 14 G SS pipes with suitable number of SS rungs should be provided on 
both the sides. The ladders should be fixed to barrel by SS pipes legs and SS cups 
type arrangement. 

4.10 Manway 
4.10.1 SS manway of 500 dia at top centrally located for the compartment shall be 

provided with slit type breathers and dust cover opening in opposite direction 
of top cat walk way. It will have manway neck and SS flange. 

4.10.2 Manway neck should be manufactured from AISI 304 SS sheet 3 mm thick. 
4.10.3 The manway SS flange should be manufactured from AISI 304 SS 10 mm thick 

material. The manway flange should be machined only after fitting it with the 
manway neck.  

4.10.4 The manway cover will be insulated cover manufactured from AISI 304 SS 
sheet 2 mm thick. 

4.10.5 The manway cover flange shall be 10 mm, 50 mm wide manufactured from AISI 
304. The flange shall be machined only after complete assembly is over. 

4.10.6 Manway gasket: A gasket manufactured from food quality nitrile rubber shall 
be provided on SS manway flanges.  

4.10.7 The gap between SS flange of manway cover and SS flange of manway neck 
shall not be more than 0.5mm when manway cover is in close position and 
gasket is not fixed.  

4.10.8 The manway cover shall be provided with 51 dia SS breathers for pressure and 
vacuum release. 

4.11 Dip Stick: A SS conforming to AISI 304 quality dip stick in each compartment 
calibrated at 100 L interval shall be provided underneath manway cover (i.e., on 
the neck of manway) for each compartment.  

4.12 CIP Arrangement: The takers should be provided with CIP arrangement for 
thorough cleaning for inner barrels. 

4.12.1 Spray Balls:  2 spray balls of 100 dia complete with cotter split pin type 
arrangement for in place cleaning ending into a 38 dia 14 G SS pipe shall be 
provided. The spray ball shall be tight fit with the pipe. 

4.12.2 Header: A SS 304, 10 G 38 dia header to connect the both spay balls should 
be provided. The ends of header should be closed by half round ends having 
5 nos. of 2 dia spray holes. 3 nos of 2 dia spray holes should be provided on 
the header towards top at every 300 mm distance and 30 degree apart. 

4.12.3 CIP Inlet: A common CIP inlet near the manway neck and the under the dust 
cover should be provided. The CIP inlet should be interlocked with manway 
cover i.e., when CIP is being done manway cover should remain open. 

4.13 Outlet: 
Adequate size of cup type milk outlet for the compartment fabricated from 3 mm 
thick SS sheet conforming to AISI 304 with 51 mm, 1.6 mm SS pipe and 51 mm 
SMS two-way butter fly valve having one end SS flange and other end SMS union 
with blank nut permanently fixed to valve box shall be provided. The SS butterfly 
valve shall have hole to hole distance of 100 x 70 mm. The welded joint of outlet 
SS pipe with outlet cup should be strong enough. The two-way valve should be 
properly supported by 25 mm SS pipe. The outlet pipe shall be properly supported 
from the barrel. The cup shall have proper supporting. The outlet pipe shall 
protrude out of the outer shell by about 80 mm for convenient fixing and removal 
of mounting bolts.  

4.14 Valve Box:  
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A suitable size valve box housing two-way butterfly valve and sample bottle rack 
shall be provided. The valve box floor shall be provided with a drain pipe and floor 
shall be slopped towards drain. The valve box shall be flushed with rear platform. 
The AISI 304 SS sample bottles rack shall be provided which can hold six sample 
bottles. The box shall enough space for C spanner to be used on SMS union and 
for tightening the mounting bolts on the flange side of the valve. 

4.15 Rear Bumper:  
A heavy-duty rear bumper of MS in suitable thickness shall be provided. The width 
of the bumper shall be the maximum width of barrel. The bumper shall be provided 
with two step ladders. There shall be clear gaps of 75 mm between rear platform 
and bumper  

4.16 Rear Mudguards:  
Round shape mudguards on rear wheel of the chassis fabricated from 14 G 
Aluminium sheet shall be provided. 

4.17 Rear side skirting with platform: 
The rear end of barrel shall be provided with side skirting up to the height of side 
gutters cum walkway. The side skirting shall be manufactured from AISI 304, 2 
mm thick SS sheet. One end should be welded to the barrel, bottom to be welded 
to rear platform and one end should be folded and welded to drain pipe of side 
gutters. A rear platform from AISI 304, 2.5 mm SS sheet should be provided which 
should be flushed with outlet valve box. The rear platform should be welded to side 
of valve box. It should have proper supporting structure. 

4.18 Logo:  
The ‘Medha’ logo shall be painted on sand blasted rear outer dish. It shall be 500 
mm painted in pherozy blue after sand blasting. 

4.19 Painting 
All the MS surfaces including MS runner, complete MS cage structure chassis etc. 
should be coated with two coats of anti-corrosive primer after de-rusting and 
degreasing. All the visible MS surfaces and Mudguards shall be coated with two 
coats of ICI Duco or equivalent automobile paint of oxford blue colour. 
If the barrel manufacturer is unable to supply the barrel within the delivery period 
mentioned in the purchase order, they have to re-paint the entire cabin with at 
least one coat of paint on inside as well on outside before dispatching the tanker 
from its works. The shade of paint should be exactly the one the cabin is painted 
with and type should be DUCO-ICI automobile. 

5.0 TESTS 
5.1 All the welding of inner shell should be subjected to dye penetration test and barrel 

shall be tested for hydro test at 0.35 Kg/cm2 before insulation. 
5.2 The insulation test will be done by filling the tanker with 4 Deg.C water and 

handling for 24 hours with temperature gradient of 35 Deg.C without rise in the 
temperature more than 1 Deg. C. 

6.0 GENERAL 
6.1 Load on any axle should not exceed maximum load specified in 'F' form provided 

from chassis manufacturer. These are also generally mentioned in approved 
drawings. If load exceeds tanker would be rejected. 

6.2 Barrel capacity on negative side can be accepted up to 25 litres maximum for any 
size tanker barrel capacity in litres as mentioned in the specification. If variation 
on lower side is more than 25 litres, tanker would be accepted with proportionate 
penalty (minimum penalty being ₹3000/-). But if variation is more than 200 
litres, tanker would be rejected. 
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6.3 Any increase in barrel capacity can be accepted provided total load does not 
exceed maximum axle load specified in 'F' form/ approved drawing. However, no 
extra payment would be made for extra capacity. 

7.0 REMARKS 
7.1 Approval of barrel design from RTO / other authority shall be supplier’s 

responsibility. 
7.2 Drawings of the Road Milk Tanker barrel shell be submitted for JMF approval with 

following details: 
7.2.1 Plan, elevation, and cross-sectional view. 
7.2.2 Fitment of barrel on the chassis. 
7.2.3 General note containing details like welding, insulating tests, finishing, 

painting etc. 
7.2.4 Bill of material. 
7.2.5 Approx. load distribution chart on various axle. 

 
Note: Drawing for approval should be submitted within 4 weeks to JMF from the date of 
Purchase order. 

8.0 INSPECTION OF BARREL BY JMF:  
Inspection of tanker barrel/s at various stages of fabrication shall be        carried 
out by JMF/ Third Party nominated by JMF for the following parameters: 

8.1 Thickness and material of the sheet used in fabrication of inner barrel & outer 
cladding 

8.2 DP Test and water fill-up test of inner barrel 
8.3 Test of Insulation density and thickness  
8.4 Final inspection on completion of tanker barrel fabrication 

9.0 REGISTRATION OF VEHICLE FROM R.T.O.: 

The necessary registration shall be the responsibility of the supplier and the statutory 
charges for the same shall be included in the quoted price. 
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SECTION -VI 

TECHNICAL CHECKLIST 

1. General Information    

1.1. Name of the Manufacturer : 
  

1.2. Name of the Dealer/Authorized 
Distributor (if applicable): 

: 
  

1.3. Contact Person (Name, Email, 
Phone): 

: 

  

1.4. Address of the Manufacturer/ 
Dealer: 

: 

  

1.5. Year of Establishment: :   

1.6. GST Registration Number: :   

2. Chassis Specifications  6KL RMT 9KL RMT 

2.1. Model Name and Code: 
:   

2.2. Gross Vehicle Weight (GVW): :   

2.3. Chassis Length (in mm): :   

2.4. Wheelbase (in mm): :   

2.5. Cabin Type:    - Cowl / Day Cabin / 
Sleeper Cabin / Custom Cabin 

:   

2.6. Engine Type and Displacement (cc): :   

2.7. Horsepower (HP): :   

2.8. Emission Norm Compliance:    - BS-
VI / BS-IV / Others (Specify) 

:   

2.9. Fuel Type:  - Diesel / CNG / Electric 
/ Others (Specify) 

:   

2.10. Transmission Type (Manual / 
Automatic): 

:   

2.11. Suspension Type (Front and Rear): :   

2.12. Brake Type (Service and Parking): :   

2.13. Steering Type: :   

2.14. Tyre Size and Make: 
:   

2.15. Spare Tyre Included (Yes/No): :   

2.16. Road Worthiness Certificate 
Provided (Yes/No): 

:   
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3. Compliance and Suitability    

3.1. Is the chassis suitable for mounting a 
6KL/ 9KL insulated milk tanker?  :   

3.2. Has the model been used in similar 
applications by other dairy/co-op?  :   

3.3. Chassis mounting points for tanker: 
customizable as per tank design? :   

3.4. Does the chassis comply with CMVR 
(Central Motor Vehicle Rules) for 
commercial goods vehicles? 

:   

4. Mounted SS Milk Tank (Barrel)    

4.1. Capacity: (Liters) :   

4.2. Material Grade of Barrel: :   

4.3. Construction Type: :   

4.4. Inner and Outer Sheet Thickness (in 
mm): 

:   

4.5. Type of Insulation Used: :   

4.6. Insulation Thickness (in mm): :   

4.7. Milk Retention Temperature (in °C for 
10 hrs): 

:   

4.8. Inner Tank Finish :   

4.9. Manhole Cover and Diameter: :   

4.10. Washable CIP System Provided? 
(Yes/No) 

:   

4.11. Milk Discharge Valves (Type, Number, 
Size): 

:   

4.12. Sample Collecting Valve Provided? 
(Yes/No) 

:   

4.13. Rear Platform and Ladder Material & 
Finish: 

:   

5. Fabrication & Mounting Details    

5.1. Mounting on Chassis done by: - 
Manufacturer / Third-party 
Fabricator / Others 

:   

5.2. Mounting Standard shall followed:    - 
CMVR / ASME / ISO / Others 

:   

5.3. Barrel Support Structure (Type and 
Material): 

:   

5.4. Rubber Mounting to Absorb Vibration 
Used? (Yes/No) 

:   

5.5. Finishing Paint/Coating Details: :   

5.6. Anti-Corrosion Treatment Provided? 
(Yes/No) 

:   
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6. Certifications & Compliance    

6.1. CMVR Compliance for Mounted 
Tanker: (Yes/No) 

:   

6.2. RTO Passing Support Provided? 
(Yes/No) 

:   

6.3. Food-Grade Certification for SS 
Material? (Yes/No) 

:   

6.4. Welding Test Reports (Dye Penetrant 
/ Radiography): (Yes/No) 

:   

6.5. Pressure / Vacuum Testing 
Performed on Tanker? (Yes/No) 

:   

6.6. Fabrication as per ISO 20673 or 
Similar Standard? (Yes/No) 

:   

7. After-Sales Support    

7.1. Warranty on Chassis (Duration & 
Coverage): 

:   

7.2. Warranty on Barrel & Mounting 
(Duration & Coverage): 

:   

7.3. Service Centers Available (State-
wise): 

:   

7.4. Free Service Schedule and Terms: :   

7.5. AMC (Annual Maintenance Contract) 
options available? (Yes/No) 

:   

8. Additional Information    

8.1. Any Customization Options 
Available? 

:   

8.2. Any Digital Tracking or Temperature 
Monitoring Options Offered? 

:   

8.3. Brochure and Technical Datasheet 
Attached (Yes/No): 

:   

8.4. Do you offer training to 
driver/operators on maintenance and 
safe usage? 

:   

8.5. Any additional remarks: : 

  

    

 

 
 
 

Date:                                                                   Signature and Seal of the Bidder 
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SECTION -VII 
BIDDER’S PROFILE 

No Details 

1 Name of Bidder  

2 Address Of Registered Office  

 

 

3 Address Of Factory/ Works  
 

4 Name Of Contact Person  

5 Contact Nos.  

6 Email :  

7 Type Of Firm : Ltd Co/ Pvt. Ltd. / 
Partnership/ Proprietor 

 

8 Nature Of Firm: Manufacturer/ 
Traders / Auth. Dist. / Dealer 

 

9 Year Of Establishment  

10 Whether MSME Vendor (document to be submitted) 
11 Name Of Product, you Deal Please, Specify in separate sheet (As per below 

Format) 
S. No Item Description (Shortly) Make/Brand 
   

12 G.S.T. No & Reg. Date  

13 PAN No & Date  

14 If You have maintained any quality 
standard (Pl. Specify) 

 

15 Min. Lead Time Required (Days)  

16 Bank Details Name of Bank : 
Branch Address: 
 
Account No. : 
IFSC Code : 

17 Documents to Be Attached 
1. Copy of Registration + PAN Copy + GST Regn. 

2. ISO Certificates (if any)     

3. Auth. Dealership Certificate (If not a Mfr.) 

4. Fin. Statements (Last 3 Years) 

5. Product Brochures &   6. Copy of PO’s (Min.5)  

Recommendation: 
 
 

 
 
Seal & Sign. Of Vendor 
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SECTION VIII:  
DEVIATION STATEMENT FORM  

PART-A 

(TECHNICAL DEVIATION)  

(1) The followings are the particulars of deviations from the requirements of the tender 
specifications: 

 

CLAUSE DEVIATION REMARKS 
(Including justification) 

   

 

The technical specifications furnished in the bidding document shall prevail over those of any other 
document forming a part of our bid, exceptionally to the extent of deviations furnished in this statement. 

 

 

 

Date:                                                     Signature and seal of the Bidder 

 

NOTE: 

(1) Where there is no deviation, the statement should be returned duly signed with an endorsement 
indication "NO DEVIATIONS" 
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DEVIATION STATEMENT FORM  

PART-B  

(BIDDING TERMS)  

(2) The following are the particulars of deviations from the requirements of the bidding 
conditions / terms: 

CLAUSE DEVIATION REMARKS 
(Including justification) 

   

 

 
 

 

 

Date:                                                                                       Signature and seal of the Bidder 

 

NOTE: 

(1) Where there is no deviation, the statement should be returned duly signed with an endorsement 
indication "NO DEVIATIONS" 
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SECTION –IX 
BANK GUARANTEE FORMAT  
(FOR PERFORMANCE SECURITY) 

(To be submitted on Non-Judicial Stamp Paper of Rs. 100/- or as per the Stamp Act of Local State Govt.) 
 
 
THE JHARKHAND STATE COOPERATIVE 
MILK PRODUERS’ FEDERATION LTD. 
SEC -2, H.E.C., DHURWA, RANCHI, 
JHARKHAND - 834004 
 
 
Dear Sir / Madam, 
 

Bank Guarantee No  :     Date: 

Amount INR : Rs. _______________/- 

Guarantee Cover from dated :  

Last date for Lodgement of Claim : 
 

THIS DEED OF Guarantee executed by [ NAME OF BANK ], a banking company constituted 
under the Companies Act, 1956 and deemed to be a constitute under the Companies Act, 
1956 and deemed to be a banking company under the Banking Regulation Act, 1949 having 
its registered office and head office at _______________________________________(Hereinafter 
referred to as “Bank”) in favour of THE JHARKHAND STATE COOPERATIVE MILK 
PRODUCERS’ FEDERATION LTD., SECTOR- 2, H.E.C., DHURWA, RANCHI - 834004 
,JHARKHAND, (Hereinafter referred to as “Beneficiary”) for an amount not exceeding Rs. 
___________________/- (Rupees ____________________________________ only) at the request of 
M/S. ____________________________________________________________ (Hereinafter referred to 
as “The Supplier/Contractor’’) 

This Guarantee is issued subject to the condition that the liability of the bank under this 
Guarantee is limited to maximum of Rs. ___________________/- (Rupees 
___________________________________ only) and the guarantee shall remain in full force up to 
______________ (expiry date) and cannot be invoked otherwise than be a written demand under 
this guarantee served on the bank on or before the ____________ (last claim date). The 
beneficiary on its own interest is advised to seek a confirmation of the issuance of this 
guarantee from the controlling office / head office enclosing a copy of the same. 

THE H.O. ADDRESS: 

NAME OF BANK: 

BRANCH ADDRESS: 

STATE:           

PIN: 

E-mail: 

Ph: 

This Guarantee consists of 3 pages including this page. 
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Whereas M/s. THE JHARKHAND STATE COOPERATIVE MILK PRODUCERS’ FEDERATION 
LTD., SECTOR -2, H.E.C., DHURWA, RANCHI -834004 (hereinafter called the “Beneficiary”) 
has placed a Purchase Order No. ________________ Dated: ______________ with M/s. 
___________________________________. (Hereinafter referred to as “The Supplier/ Contractor”) 
for supply of _________________________________ as per the terms & conditions of the Purchase 
Order(s). 

AND WHEREAS the said Beneficiary has called upon the same Supplier to give a Performance 
Bank Guarantee of Rs._______________/- (Rupees _______________________________________ 
only) towards due and faithful performance of suppliers obligation under the above 
mentioned contract. 

We, [NAME OF BANK] having our office at _______________________________. Hereinafter 
referred to as “Bank” (Which expression shall, where the context so admits, administrators 
and assignees etc.) do hereby unconditionally and irrevocably furnish this guarantee bond 
and we agree, guarantee and undertake that we shall forthwith immediately and immediately 
upon receipt of written intimation/demand/letter/claim from your company without any 
deduction, reservation, protest, demur, delay or reference to M/s 
______________________________, the aforesaid sum Rs.______________/- (Rupees 
____________________________________ only)  (being 10 % of the Purchase Order value) 
immediately upon demand being made as aforesaid, without in any manner referring to, or 
seeking consent of or instructions from the supplier/contractor and without in any manner, 
explicitly or by conduct, issuing notice of our intent to honour our commitment under this 
guarantee or on the issue of any instructions to the contrary issued by the 
contractor/supplier, any such demand made by the company on the bank shall be conclusive 
and dispute pending before and court, tribunal, arbitrator or any other authority or and 
instructions. Letter contrarily issued be the contractor to be in force and enforceable till it is 
specifically discharged by the company during its validity period. 

This guarantee shall not be affected by and change in the constitutions of the Bank of the 
Beneficiary or the Supplier/Contractor nor shall this guarantee be affected by any change in 
the constitution of the Beneficiary/ Supplier/ Contractor by enforceable by such body or 
corporation. 

The Beneficiary may without affecting Bank’s liabilities & obligations hereunder grant time 
or other indulgence to or compound with the Supplier or enter into any agreement of the 
terms and conditions or agree to vary any of the terms and conditions of the said order. 

This guarantee is given to ensure the performance of the said contract within the completion 
time stipulated AND Supplier/Contractor meet all warranty obligations during Defect 
Liability period. In case of non-fulfilling the warranty obligations found by the 
Supplier/Contractor during the Bank Guarantee Period, the Beneficiary can invoke the bank 
guarantee amount in written intimation/demand/letter/claim to Bank without any 
deduction, reservation, protest, demur, delay or reference to M/s 
___________________________________, the aforesaid sum Rs. _______________/- (Rupees 
_____________________________________ only) (being 10 % of the Project/ PO/WO value) 
immediately. 
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AND WHEREAS the said Beneficiary has agreed to accept a guarantee from us, we, the said 

banker do hereby undertake to pay the Beneficiary immediately upon receipt of a demand to 

the extent of Rs. ___________________/- (Rupees ______________________________________ only) 

against any loss or damage caused to or suffered by the Beneficiary by reason of the non-

performance as per the PO in the period of this guarantee i.e. up to _________________. 

Notwithstanding anything contained herein – 

1) Our liability under the bank guarantee shall not exceed of Rs. _________________/- 
(Rupees _____________________________ only) 

2) This guarantee shall be valid till _______________. 

3) We shall be liable to pay the guaranteed amount or any part thereof under this bank 
guarantee only and only if you serve upon as written claim or demand on or before 
_______________. 

4) Thereafter all your right under this guarantee shall be forfeited and we shall be realised 
from all our liabilities hereunder irrespective of whether the guarantee in original is 
returned to us or not. 

5) All disputes would be settled within Ranchi Jurisdiction of court of law only. 

 

 
  SIGNATURE 
 
PLACE  BANK SEAL 
 
DATE BANK CODE NO. 
 
 
NOTE: 
1) The contractor should ensure that the seal and the code no. of the signatory are put by the 

bankers, before submission of the bank guarantees. 
2) The value of stamp duty should be minimum Rs. 100 or as per latest Stamp Act of Local State 

Government from where the Bank Guarantee is issued 

The submitted Bank Guarantees should be confirmed through “Structured Financial Messaging 
System (SFMS)”, at following Bank Account of beneficiary. 

Beneficiary Name The Jharkhand State Cooperative Milk Producers Federation Limited 

Beneficiary Bank A/c No. 029205005542 

IFSC Code ICIC0000292 

Beneficiary Bank Name ICICI Bank 

Beneficiary Bank Address Lalpur Ranchi 

*Bank Charges, if any on this account will be borne by the beneficiary 

If the issuing bank is not having the SFMS facility, the Bank Guarantees need to be confirmed by its 
controlling office i.e. Administrative/Regional/Zonal Office to the following address: 

Beneficiary Name The Jharkhand State Cooperative Milk Producers Federation Limited 

Beneficiary Address 
Accounts Department,  
Medha Dairy Plant, Near Birsa Munda Central Jail, Post Office-
Hotwar , P.S.: Khelgaon, Ranchi -835217 (Jharkhand). 
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SECTION –X 

PRICE BID FORMAT  

Tender No.: JMF-MPO0040-6/2025-26-033 
Supply of Insulated Road Milk Tankers (chassis mounted with SS barrel) of 6KL and 9KL capacity at Medha Dairy Plant, Hotwar. 

a. b. c. d. e. f. g. h.= 
( e + g ) 

i.= 
( c x h ) 

S. 
No. 

Description Qty UoM 
Unit Rate * 

(Rs.) 
GST  
% 

GST Amt. 
(Rs.) 

Unit Rate with 
GST (Rs.) 

Total Amount 
(Rs.) 

1 

Supply of Insulated Road Milk 
Tankers of 6-KL cap. (with 
chassis & Barrel)  as per enclosed 
technical specification  

02  No. 

    

 

2 

Supply of Insulated Road Milk 
Tankers of 9-KL cap. (with 
chassis & Barrel)  as per enclosed 
technical specification  

02  No. 

    

 

Grand Total Amount (Rs.) =  

Remarks: * The total value should be on F.O.R. delivery at Ranchi basis inclusive of Vehicles’ price, supply, fabrication, Insurance Premium for 1 Year, 
Vehicle Registration Charges & applicable RTO fees and Taxes as per technical specification inclusive of applicable GST & TCS (if any). 

Total Value in Words: INR ……………………………………………….. 

N.B. Detailed Price Sheet to be provided along with this sheet for the offered bid value for financial/ taxation purpose. 

Thanking you,  
 

Yours faithfully, 

Signature & Stamp of the Supplier/ Bidder 


